L <Metal Processing Co., Inc.

75 Westech Drive, Tyngsboro, MA 01879
Specializing in Glass-to-Metal Sealing

Voice: 978-649-1289 « Fax: 978-649-2955
E-Mail: sales@metproco.com «www.metproco.com

Name:

E-Mail:

Quantity Required:

—
End Condition: \

See Note 8

Company:

FLANGED
FEEDTHRU

ORDER GUIDE
DC or RF Requirement:

FLANGED FEEDTHRU

Flange Dia.:

"iPin Dia.:

End Condition:

~<——Body Dia.:

Notes:

METALLIC
(A) KOVAR (Fe-Ni-Co)

GLASS
(B) CORNING # Class Type?
or Equivalent

HERMETICITY

1x10°° STD. cc/SEC.

at One Atmosphere

PLATING

Plating Requirement:

MENISCUS
.005 max. on either side

DIMENSIONS
Are in inches unless otherwise
specified

TOLERANCES
+.005 unless otherwise specified

FLANGED BODY

Flange Design

SCALE
NONE

Common Finish:

END Condition Configurations



mailto:sales@metproco.com
http://www.metproco.com/

	Name: 
	Company: 
	EMail: 
	Phone: 
	Quantity Required: 
	Fax: 
	PlatingRequirement:: Plating Requirement:
	Glass Type:: [Glass Type?]
	Body O: 
	D: Body Dia.:

	Pin Dia: Pin Dia.:
	End Condition:: [End Condition:]
	Lead Length: 
	Flange Design Options: [Flange Design]
	Flange Dia: Flange Dia.:
	END Condition Configurations: END Condition Configurations
	Flange Thickness: 
	DC or 50 Ohm: [DC or RF Requirement:]
	Common Finish: [Common Finish:]


